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Stack Pole

1954
Nailing a stack pole

1954 Stacking peanuts

1954 stack pole skid

1967
Sloped floor wagon 

and belt elevator

1959 wagon curing

1967 wagon drying system

1960 wagon curing

1959 McClenny tow-row digger-shaker

Diggers

1952 Turner shaker-windrower

1956 Digger 

shaker-windrower

1952 Ford Digger shaker 

windrower

1953 Peanut puller prototype
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Harvesting and Combines
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after spreading

1969
Windrow 
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1949 Turner shaker

1960
Combine

1970 Lilliston

1968 Lilliston Combine

Early self-propelled

1970 Self propelled

1967 Windrow combining is a one 

man job when bulk handling equipment is 

used

1956 Lilliston test model

1955 Benthall windrow combine with bulk tank 

1947 First Once-over invented at NCSU

1959 Lilliston combine and 
wagon pulled by one tractor

1956 Experimental 

Roanoke windrow combine

Long Combine
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Threshing

Threshing

1968 Hobbs Combine

1958 Lilliston combine and grain 

wagon

1954 Lilliston combine
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1970 Self-propelled Long

1955 Lilliston combine

1956 Roanoke windrow combine experimental

Tractor stack Carriers

Horse stack Carriers


